
SP2800

•  (B)  (D)

•

• IP 54 IP 65

•

•

•

 ( ) TPE-PEE- l = 300 mm
3  = 2.1 mm

           1 = 2 = 3 = 
6  = 1.6 mm

           1 = 2 = 3 = 
           4 = 5 = 6 = 

<0.05mm

 Ø 10mm
 B 

SP2801 / SP2831
 (IP 54) / ( IP 65)

 D
SP2821 / SP2841
 (IP 54) / ( IP 65)
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2 M4

360º º

 ( )
20 N

0.2 (IP 54) 0.5 (IP 65) Ncm

120 min-1

30 g

100      308       345 º 2º

  3          5           5 K

 20 %

 (B) 0.03
 (D) 0.06

º
º

5 ppm/K

1.0     0.3      0.3 %

42 V

 1 μA

10 mA

 (500VDC, 1bar, 2s)  10 M

 (50Hz, 2s, 1bar, 500VAC)  100 μA

300 mm

1 mm2

-40 ... +120 ( 150 1 )

5 ... 2000 
Amax =0.75
Amax =20

Hz
mm
g

50 x 106

IP 54 IP 65 (DIN 400 50 / IEC 529)

SP2801 308 000 001 019520  308º 6mm IP54

SP2821 308 000 001 019540  308º IP54

SP2831 308 000 001 019521  308º 6mm IP65

SP2841 308 000 001 019541  308º IP65

SP2801 100 002 001 019522  100º 6mm IP54

SP2831 100 002 001 019527  100º 6mm IP65

SP2841 100 002 001 019542  100º IP65

SP2841 345 065 001 019564  345º IP65

SP2841 100 067 006 019565  100º 2º 3 K 20 %, 
1.0%, IP65,

MAP ... 
MUP ...  / MUK ... 

 (1e 1μA)
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