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Power Supplies 

60 and 120 Watt Capacitor Chargers with Trigger Circuits 

www.excelitas.com 

1 Inductor and filter capacitor at (+) input. 

2 CE Certified to “EMC” and “safety” directives 

3 Common mode choke/capacitor filtering on AC input lines 

1 Output voltage to reference voltage ratio.  PS‐450 DC:  50:1 ± 3% low range, 100:1 ± 3% high range.  PS‐500 AC/550 AC:  75:1 ± 3% low range, 150:1 ± 3% high 
range 

2 
Internal adjustment.  Delay range to approximately 3 msec. 

 

 

Electrical  Inputs  

  PS‐450 DC  PS‐500 AC  PS‐550 AC 

Voltage  15‐28 VDC  11‐28 VDC  15‐28 VDC 

Current  4 Amps avg. @ 24 VDC  1.3 Amps RMS max. @ 115VAC  2.5 Amps RMS max. @ 115 VAC 

Trigger  +5V, 20‐50mA peak input, 10‐100μs pulse width, leading edge trigger.  Optically isolated internal series resistor = 150Ω. 

Reference Voltage (Vref )  2‐10 VDC  3‐10 VDC  3‐10 VDC 

EMI Supression  Yes
1
  Yes

2
  Yes

3
 

Electrical Outputs (Discharge) 

  PS‐450 DC  PS‐500 AC  PS‐550 AC 

Maximum Power  60 Watts  60 Watts  120 Watts 

Low Range Voltage
1
  100‐500 VDC  225‐750 VDC  225‐750 VDC 

High Range Voltage
1
  200‐1000 VDC  450‐1500 VDC  450‐1500 VDC 

Line Regulation  ±1% 

Ripple (Peak‐to‐Peak)  0.5% @ 600V, 1µF  0.5% @ 1000V, 1µF  1.0% @ 1000V, 1µF 

Internal Discharge Capacitor  0.05 µF 

Recharge Delay   150 µsec typ.  200 µsec typ.
2
  500 µsec typ.

2
 

Internal Output Bleeder  1.35 MΩ  6.0 MΩ  6.0 MΩ 

Charge Rate ‐ Minimum  75 J/sec @ 1KV, 24V  60 J/sec @ 1KV  120 J/sec @ 1KV 

 
Electrical Outputs (Trigger)  

  PS‐450 DC  PS‐450 DC‐1  PS‐500 AC  PS‐500 AC‐1  PS‐550 AC 

Trigger Voltage  175 ± 15 VDC  165 ± 15 VDC  175 ± 15 VDC  165 ± 15 VDC  175 ± 15 VDC 

Trigger Capacitor  0.47 µF  0.22 µF 0.47 µF 0.22 µF  0.47 µF

Trigger Rate ‐Maximum  1000 Hz  1000 Hz 1000 Hz 1000 Hz  2000 Hz

Flashlamp Type  Linear  Short‐arc  Linear  Short‐arc  Linear 

Mechanical Properties  

  PS‐450 DC  PS‐500 AC  PS‐550 AC 

Weight  1.3 lbs (0.59 Kg)  3.4 lbs (1.6 Kg)  3.1 lbs (1.4 Kg) 

Input Connector  Wago Terminal Strip  IED AC Inlet/Filtered D‐Sub  Wago Terminal Strip 

Output Connector  Wago Terminal Strip  Wago Terminal Strip  Wago Terminal Strip 

Enclosure  Metal 

Environmental 

  PS‐450 DC  PS‐500 AC  PS‐550 AC 

Operating Temperature  +32°F to +104°F (0°C to +40°C) 

Storage Temperature  ‐40°F to +194°F (‐40°C to +90°C) 

60 and 120 Watt Power Supplies 
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