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RSL‐3100 

Miniature Xenon Flashlamp System 

www.excelitas.com 

1 CV or Coefficient of variation is defined as:  CV% = (Standard Deviation of 20 Flashes)/(Mean of 20 Flashes) 

 

Electrical  Input Specifications  

Parameter Specification 

 

Voltage  11‐28 VDC 

DC Current  0.2  Amps RMS 

Peak Current  1.0 Amp 

Trigger  +5V, 20‐50mA peak input, 10‐100μs pulse width, leading edge trigger.  Optically isolated internal series resistor = 150Ω. 

Internal/External Intensity Adjust  Switch Selectable 

Input Connector  9‐PIN D‐Sub 

Electrical  Output  

Parameter 
 

Specification 

 

Voltage  400‐600 ± 2% VDC adjustable 

Power (Joules/sec)  2 watts max (power = joules x flash rate) 

Standard Discharge Capacitor  0.047, 0.10, 0.22 µF 

Flash Rate (Hz)  Fmax = 2/E, where E=1/2V
2
 

Light Output  

Parameter 
 

Specification 

 

Spectral Range  190‐2000+ nm 

Stability
1
  <3% CV 

Lifetime  >1x10
8
 Flashes 

Environmental  

Parameter 
 

Specification 

 

Operating Temperature  32 to 104⁰F (0 to 40⁰C) 

Storage Temperature  ‐40 to 194⁰F (‐40 to 90⁰C) 

Humidity  95% RH, non‐condensing 

Shock and Vibration  1.5G, 5‐200 Hz (Mil‐STD‐810C) 

Safety Compliance  Designed to meet EN60950 

Operating Conditions  

Capacitor (µF)  Max Input/Flash (mJ)  Max Flash Rate @ 600 VDC (Hz)  Max Flash Rate @ 400 VDC (Hz) 

0.22  40  50  115 

0.10  18  111  250 

0.047  8.5  235  530 

RSL‐3100 
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