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Model 925

Features
• Standard Size 25 Package (2.5")
• Resolutions Up To 12 Bit (4096 Counts)
• Incorporates Opto-ASIC Technology
• Industrial Grade, Heavy Duty Housing
• Wide Range of Operating Voltages (4.75 to 26 VDC)

The Model 925 Single Turn Absolute Accu-Coder™ is ideal for a wide variety of indus-
trial applications that require an encoder with the capability of absolute positioning 
output.  Its fully digital output and innovative use of Opto-ASIC technology make the 
Model 925 an excellent choice for all applications, especially ones with a high pres-
ence of noise.  Available with either round servo or square flange mounting, and a 
variety of connector and cabling options, the Model 925 is easily designed into a vari-
ety of application requirements.  The Model 925, with its wide selection of shaft sizes 
supported by industrial grade, heavy duty bearings, and its optional IP67 seal, is ideal 
for rough environments.

Common Applications
Machine Tools, Robotics, Telescopes, Antennas, Rotary & X-Y 
Positioning Tables, Medical Scanners

Model 925 Ordering Guide
Blue type indicates price adder options. Not all configuration combinations may be available. Contact Customer Service for details.

OUTPUT CODE
G Gray
B Natural Binary
X Excess Gray

925 N PPXXXX CWF

MODEL
925 Size 25 (2.5")

SHAFT SIZE
07 1/4", 0.250"
19 5/16", 0.3125"
20 3/8", 0.375"
06 6 mm
18 8 mm
21   10 mm

COUNT DIRECTION/CODE INVERSION
CW Clockwise
CCW Counter Clockwise
CWI Clockwise/Inverted
CCI Counter Clockwise/Inverted

G/8S 07B N

 CERTIFICATION
N None
CE CE Marked1

NOTES:
1 Please refer to Technical Bulletin TB100:  When to Choose the CE Option at
 www.encoder.com. 
 Contact Customer Service for availability.
2 For additional connector styles please contact Customer Service.
3 Standard cable length is 24".  For non-standard cable lengths, add a forward slash (/) 
 plus cable length expressed in feet.  Example:  G/6 = 6 feet of cable.
4 Only available with 8 bit resolution encoder.
5 For mating connectors, cables, and cordsets, please see www.encoder.com.

Model 925 Resolution Table

OUTPUT TYPE 
PP Push-Pull (standard)
OC Open Collector 

SHAFT SEAL
N   No Seal
1   IP66
2   IP64
5   IP67

CONNECTOR
LOCATION

S Side
E End

CONNECTOR TYPE 2, 5

C10   10-pin4

C16   16-pin 
C19   19-pin
G       Gland, 24" cable (standard)3

RESOLUTION 
See Table Below

MOUNTING
F  Flange
S  2.5" Servo 

For specification 
assistance call 

Customer Service at 
1-800-366-5412

Output Code           Counts Per Resolution

Gray Code  0256 0512 1024 2048 4096
 
Natural Binary 0250 0256  0360 0500 0512 0720 1000
  1024 1440 2000 2048 2880 4000 4096
 
Excess Gray 0180 0250 0360 0500 0720 1000 1440
  2000 2880 4000

Ø2.5"

Accessory Mounting Bracket 
can be ordered separately 

as part # 140122.
For more details
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Model 925

Electrical 
 Input Voltage ...........4.75 to 26 VDC max
 Regulation.................100 mV peak-to-peak, max ripple at 0 to 10 

kHz
 Input Current .............100 mA max with no external load
 Output Format ..........Absolute-  Parallel Outputs
 Output Type ..............Open Collector-  20 mA  max per channel
   Push-Pull-  20 mA  max per channel
 Code .........................Gray Code, Natural Binary Code,  Excess 

Gray Code
 Max Frequency .........50 kHz (LSB)
 Rise Time..................Less than 1 microsecond
 Resolution .................Up to 12 bit 
 Accuracy ...................±1/2 LSB
Control
 Directional Control ....Field selectable for increasing counts 
   (CW or CCW)
Mechanical
 Max Shaft Speed ......6000 RPM continuous
 Shaft Size .................0.250", 0.3125", 0.375", 6 mm, 8 mm 
 Radial Shaft Load .....35 lb max
 Axial Shaft Load .......40 lb max 
 Starting Torque .........1.0 oz-in typical for no seal
   2.0 oz-in typical with IP64 seal
   3.0 oz-in typical with IP66 shaft seal
   7.0 oz-in typcial with IP67 shaft seal
 Max Acceleration ......1 x 105 rad/sec2
 Electrical Conn .........Gland with 24" cable (braid shield, 
   30 AWG conductors), 10-, 16-, and 19-pin
 Housing.....................Aluminum
 Mounting ...................Flange or servo type 
 Weight .......................22 oz typical

Environmental
 Operating Temp ........0° to 70° C
 Storage Temp ...........-20° to +85° C
 Humidity ....................98% RH non-condensing
 Vibration ....................10 g @ 58 to 500 Hz
 Shock ........................20 g @ 11 ms duration
 Sealing ......................IP50 standard; IP64, IP66 or IP67 optional
   

Model 925   Specifications

Model 925 2.5" Servo Mount (S)

Model 925 Flange Mount (F)

F 4
B

All dimensions are in inches with a tolerance of +0.005"  or +0.01" unless otherwise specified

Wiring Table 

SUNSTAR传感与控制 http://www.sensor-ic.com/ TEL:0755-83376549 FAX:0755-83376182 E-MAIL:szss20@163.com

SUNSTAR自动化 http://www.sensor-ic.com/ TEL: 0755-83376489 FAX:0755-83376182 E-MAIL:szss20@163.com



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




