
Features Aluminium Gallium Nitride Based Material
Schottky-type Photodiode
Photovoltaic Mode Operation

    Good Solar Blindness

Applications Flame Detection

Absolute Maximum Ratings

Symbol Unit
Tst ℃

  Operating Temperature Top ℃

Vr, max. V
If,max. mA
Tsol ℃

Characteristics (at 25℃)

Symbol Min. Max. Unit
Id 1 ㎁

Iph ㎂

Itc ％/℃
R A/W
λ 220 280 ㎚

VBR

Outline Diagrams and Dimensions Responsivity Curve

  Spectral Detection Range
  Breakdown Voltage 5 Ir = 1 ㎂

 Temperature Coefficient -0.07 UVC Lamp
  Responsivity 0.4  λ = 270 ㎚, Vr = 0 V

  Dark Current  Vr = 0.1 V
  Photo Current 7.6 UVC Lamp, 1㎽/㎠

Parameter Typ. Test Conditions

  Forward Current 1
  Soldering Temperature 260   within 10 sec.

-30 85
  Reverse Voltage 3

  Storage Temperature -40 90

UV-C Sensor
GUVC-T21BD-L

Large Size (1.4 ㎜ × 1.4 ㎜)

Parameter Min. Max. Remark

SUNSTAR传感与控制 http://www.sensor-ic.com/ TEL:0755-83376549 FAX:0755-83376182 E-MAIL:szss20@163.com

SUNSTAR自动化 http://www.sensor-ic.com/ TEL: 0755-83376489 FAX:0755-83376182 E-MAIL:szss20@163.com




