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MMS-10 series
［Absolute］

　Magnetic encoder with external dimensions Φ13mm × height 15.5mm 

　Resolution 1024, SSI interface

NEW

■   Encoder Outside dimensions ■   Encoder Specifications

Item

Supply voltage DC5V ±5％

256, 360, 512, 1024

6000rpm

50mA or less (under no load)Current consumption

Resolution

Allowable load of
 shaft (electrical)

Radial

Thrust

Allowable revolutions

Type name MMS－10－1024G1

－20°C～＋100°C

Outside diameter φ3 6-core
Insulated shield cable AWG30（length 1m）

Durability 55Hz, double amplitude 1.5mm
2 hours each in X, Y, and Z directions

Durability 500m/s2 (about 50G)
3 times each in X, Y, and Z directions

40g

－10°C～＋70°C／RH35％～90％Working temperature/humidity

Storage temperature

Vibration resistance

Impact resistance

Cable

Mass

1.9N（200gf）

1.9N（200gf）

φ2
φ13

6

17.2

1.5

φ3 8-core shield cable

C0
.2

φ10

2-M2  depth 3 equal arrangement

－0.005
－0.015

■   Connection
Cable color
Red
Black
White
Brown

5V±5％
0V（COMMON）

DATA
/DATA
CLOCK
/CLOCK
NC
NC
Shield

Blue
Yellow
Orange

Green

Encoder connection

Cable at rear (Standard)

Cable at side (Optional)

6
15
.5

φ13

1.
6

φ2－0.005－0.015

φ3 Insulated shield cable
（6-AWG30）

Heat-shrink tube

2-M2 depth 3 PCD10 equal arrangement

Silicon coated
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MICRO 
ENCODER

NEW

■   Decoder Outside dimensions

■ I/O circuit diagram

■   Encoder specifications (37×37 PCB)

Item

Supply voltage DC5V ±5％

60μs（16.7kHz）

NPN open collector output (when using parallel output)

60mA or less (110mA or less including encoder)Current consumption

Parallel data update cycle

Output capacity

Output circuit

Type name MMS－DECODER

Power supply and parallel signal output by 
P=2.54 header pins (see diagram below)

Negative logic（Ｈ＝０、Ｌ＝１）Logic

Connection

Sink current ２０ｍＡ ｍａｘ.
Load voltage ３５Ｖｍａｘ.

Residual voltage ０．４Ｖ or less

Encoder connector

※24 header pins (12 pins × 2)
   P=2.54

・Decoder PCB dimensions
(External dimensions 37×37)

1.99 2.54

Parallel output unit

2.
54

1.
99

■   Connection diagram

TH No.
Decoder board TH No.

1
2
3
4

5V±5％
0V（COMMON）
Output 29

Output 28

Output 27

Output 26

Output 25

Output 24

6
7
8

5

Parallel output／Power

9 Output 23

Output 22

Output 21

Output 20

NC

11
12

13～24

10

［Decoder board］

・ ・ Encoder output circuit
ＤＣ５Ｖ±５％

ＤＡＴＡ

０Ｖ

Shield

／ＤＡＴＡ
ＣＬＯＣＫ

／ＣＬＯＣＫ

・ ・ Decoder board（■３７×３７）

Power ０Ｖ

Power
ＤＣ５Ｖ±５％

Parallel output

・ ・ Connects with external device 
  via header pin block 
  (P=2.54/24 pins)

ＲＥＱ input

ＲＳ４８５ equivalentＲＳ４８５ equivalent

Cable length ５ｍ ｍａｘ

３３０Ω

３３０Ω

2.54

2.54

1.99

1.99

M
ain circuit

M
ain circuit

SUNSTAR传感与控制 http://www.sensor-ic.com/ TEL:0755-83376549 FAX:0755-83376182 E-MAIL:szss20@163.com


	MTL_Product_Catalog_English_Part40
	MTL_Product_Catalog_English_Part41.pdf



